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 Referrence E06 
1.01 Brand OMIPA 
1.02 Type Extrusion cast line for thermoformable PET and PP films  
1.03 Year 1993 
1.04 Product structure 3 layers: A-B-A (machine is equipped with 5-layers feed-block) 
1.05 Thickness range 200 – 800 micron 
1.06 Raw materials APET; CPET; PP 
1.07 Useful width (mm) 1550 max, after trims cutting 
1.08 Calenders width (mm) 1800 
1.09 Output range 350 - 650 kg/h in co-extrusion 

1.10 Extruder A 
Single screw model OM/90-28D; with dehumidification group, three-
component gravimetric dosing system, hydraulic filter changer 

1.11 Extruder B 
Single screw model OM/120-28D; with dehumidification group, three-
component gravimetric dosing system, hydraulic filter changer 

1.12 Extruder C 
Single screw model OM/45-30D. Currently not used but connected to the 
extrusion die 

1.13 Extrusion die 
One channel flat extrusion die 1750 mm with flexible upper lip for manual 
adjustment of melt thickness and with internal decklers to set the melt 
width 

1.14 Calenders group 
With 3 motorized calenders; diameters: 412 - 412 - 412 mm,  with 

motorized cylinders gap 

1.15 Thickness  measurer 
With radioactive probe 
Brand: Electronic System. Model: SINTEL WIX. Year: 2006  

1.16 Type of rewinder 
Semi-automatic turret with manual cutting of the material, with 2-knife 
longitudinal cutting unit for trims. Brand: Rodolfo Comerio. Year: 1993 

1.17 Max diam. on rewinder (mm) 800 (with 6” cores) 

1.18 More information 

Plastic System regranulator for trims  (year 2014); Previero mill for 
grinding trimmings with dedicated storage silos; battery of raw material 
storage silos with pneumatic feeding system for extruders' dosing system. 
In working condition, available for tests 


